SEE DETAIL A /

5/8 7 WIDTH CUT

2" CORE BIT CUT

%3/8 " TO 1/2 7 WIDE SAWCUT

SAWCUT SEE DETAIL B

DETAIL A
NO SCALE

NOTES:

LOOP WIRE

SAWCUT

SAWCUT

75% OF SAW
BLADE DIA.

WIRING DETAIL
NO SCALE

LOOP WIRE

DETAIL B
NO SCALE

DEPTH OF SAWCUT SHALL BE 2.5” UNLESS SPECIFIED OTHERWISE (2.75” AT PAVEMENT JOINTS)

. ALL AREAS WHERE LOOP WIRES ARE TO PLACED SHALL HAVE A UNIFORM DEPTH AND SMOOTHNESS.

2
3. LOOP SEALANT SHALL BE CRAFCO MSI 34271.
4

APPLY PER MANUFACTURERS RECOMMENDATIONS.

. LOOPS SHALL HAVE 3 TURNS OF WIRE FOR HOME RUNS LESS THAN 400°, AND 4 TURNS OF
WIRE FOR HOME RUNS GREATER THAN 400’

5. SAWCUT SHALL BE CONSTRUCTED TO MINIMIZE NUMBER OF BENDS BETWEEN LOOPS AND THE ADJACENT JUNCTION BOX.
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